MODEL P980A

COMPASS DUAL SOLID STATE
INSTRUMENTS RELAY

OUTPUT STAGE CONTAINS AN ISOLATED POWER
MOSFET WHICH CAN CONNECT ON THE HIGH
SIDE (SOURCING CURRENT) OR ON THE LOW

AL SOLID STATE RELAY SIDE (SINKING CURRENT) AS SHOWN BELOW.

SPECIFICATIONS

LOGIC POWER: 9TO 30VDC
LOAD VOLTAGE: 5TO 60VDC
LOAD CURRENT: UP TO 10A EACH

INPUT SWITCH THRESHOLD: 4.5VDC

| f POWER SUPPLY A

(POWER TO LOAD)

POWER SUPPLY
(LOGIC) vo-
-+ \_ | J
B R
PART NO. INPUT1 INPUT2 OUT 1 OUT2 / \ SOURCING
P980A-1 HIGH HIGH ON ON MODEL CURRENT
LOW LOW OFF  OFF 1 LUt TOLOAD
P980A g
P980A-2 HIGH HIGH OFF  OFF 2
DUALSOLID E2 — \ )
LOW LOW ON  ON INPUTL 3 2l S0
P980A-3 HIGH HIGH ON OFF STATE RELAY SINKING
10
4
LOW LOW  OFF ON I At
s 11 — FROM LOAD
ouT 2
INPUT2 6 12
—_

A )

OUTPUTS ARE INDEPENDANTLY ISOLATED

Pricing for all versions

is $138.00 each.
FROM EACH OTHER AND FROM THE INPUT.



